
Geary Pacific Supply

March is Polyken Month!

Visit Us on the Web at: www.gearypacific.com

Berry 5552B, 5552M

•     OPP Backing
            o Tough and durable
            o Hand tearable for ease of use
            o High visibility print (red on metallic, white on black) for easy inspection
•     Acrylic Adhesive
            o Solvent-free, low odor
            o Aggressive, high tack bond
            o Mold and moisture resistant
•     UL 181B-FX Listed
            o     Meets code requirements and can contribute toward requirements for 
 EA Credit 1 (Optimize Energy Performance) under LEED®
•     Low VOC Content
            o Can contribute toward satisfying EQ Credit 4.1 (Low Emitting Materials) 
 under LEED®

UL 181B-FX LISTED Film Tape for HVAC
Polyken 33925, 3393

•     Aggressive cold weather acrylic adhesive
            o     Superior performance in all climate conditions
            o     Low odor
            o     Mold and mildew resistant
•     Kraft Release Liner
            o     Reduced environmental impact
•     UL 181A-P & 181B-FX Listed
            o     Meets code requirements and can contribute toward requirements
 for EA Credit 1 (Optimize Energy Performance) under LEED®
•     Low VOC Content
            o     Can contribute toward satisfying EQ Credit 4.1 (Low Emitting  Materials) 
 under LEED®

COLD WEATHER PREMIUM FOIL TAPE UL 181A-P & 181B-FX Listed for HVAC

Ideal For: Permanently seals seams in fiberglass duct board and flexible ducts for 
HVAC systems. Suitable for use on rigid sheet metal ducts. Durable seal for dryer 
ventilation.

•     Foil-Scrim-Kraft Laminate Backing
            o Durable and conformable
            o UV, moisture, and mold resistant
            o Excellent vapor barrier qualities
            o     Matches FSK-faced materials for invisible repairs and seams
•     Rubber Adhesive
            o Super high tack
            o Aggressive bond to surfaces
            o Good all-weather performance
            o Operating temperature range 40 °F to 200 °F
            o Low odor and low VOC content
•     Kraft Liner
            o Easy to use, easy to remove

FSK Insulation Tape for HVAC
Polyken 3383Polyken 3372, 33725, 3373

•     1.75 mil Aluminum Foil Backing
            o     Conformable to fit corners and joints
            o     Excellent mold and mildew resistance
            o     Resists UV and moisture for outdoor applications
•     Rubber Adhesive
            o     Extreme high tack
            o     Aggressive bond to surfaces
            o     Good all-weather performance
            o     Operating temperature range 40 °F to 200 °F
            o     Low odor and low VOC content
•     UL 723 Classified
            o     Suitable for use in insulation and duct sealing uses

Multi-Purpose Plain Aluminum Foil Tape for HVAC


